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in one single device

Spirometer with 6,000 spirometry test memory capacity
Oximeter with 1,000 hours (40 days) oximetry recording
Bluetooth connection to printer or mobile phone

Available with disposable or reusable digital turbine flowmeter
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Spirometry features
Internal temperature sensor for
automatic BTPS conversion

- High resolution/high visibility graphic display
- Patient identification by name or ID code
Automatically records the best 3 trials
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Option: SpO2 module
Short or long term (overnight) SpO2 and Heart Rate measurements
- ODI, NOD, T90%, T89% and T88% calculation
Sleep apnea detection with desaturation events recording
Walking test (6MWT) with SpO2 and Heart Rate analysis



Portable multipurpose and multifunction spirometer

Spirometry features and measured parameters

FVC, FEV1, FEV1/FVC%, FEV6, FEV6%, PEF, FEF25%, FEF50%,
FEF75%, FEF25-75%, FET, Vext, FIVC, FIV1, FIV1/FIVC%, PIF,
*FVC, *FEV1, *PEF, VC, IVC, IC, ERV, FEV1/VC%, VT, VE, Rf,
ti, te, ti/t-tot, VT/ti, MVV (* Best value)
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No calibration required
PRE-POST bronchodilator comparison
Spirometry interpretation with test quality assurance

WinspiroPRO PC Software - Spirometry program

On line PC connection with simple to use icon-based interface
Flow/Volume and Volume/time curve shown in real time on PC
Bronchial challenge test with FEV1 dose-response curve

Includes a series of user-selectable paediatric incentive animations
Data and graphs export also via e-mail

Lung age estimation
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Technical specifications - Spirometer

Temperature sensor: semiconductor (0-45°C)

Flow sensor: bi-directional digital turbine

Flow range: + 16 L/s

Volume accuracy: + 3% or 50 mL

Flow accuracy: + 5% or 200 mL/s

Dynamic resistance at 12 L/s: <0.5 cmH2O/L/s

Display: STN graphic, 128x64 pixel

Keyboard: membrane, 6 Keys

Connectivity and data transmission: USB, Bluetooth,
wireless internal modem for acoustic coupling
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SpO2 range: 0-99% e
SpO2 accuracy: + 2% between 70-99% SpO2
Heart Rate range: 30-254 BPM

Heart Rate accuracy: + 2 BPM or 2%, whichever is greater
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WinspiroPRO PC Software - Oximetry program
Complete SpO2 and Heart Rate graphic analysis
PC on line test with real time SpO2 and HR profile
Statistic analysis for assessing desaturation events

Quality Spiromatry

Standard price includes:
USB cable
Carrying case b
WinspiroPRO software CD for spirometry

winspiroPRO
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